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Apparatus  for  Administering  Electrical  Treatment. 


We,  Electronal  Limited,  a  British 
Company,  and  John  Hall  Nicol,  of 
British  Nationality,  both  of  Aberhill, 
Methil,  Fife,  do  hereby  declare  the  nature 
5  of  this  invention  and  in  what  manner  the 
same  is  to  be  performed,  to  be  particu¬ 
larly  described  and  ascertained  in  and  by 
the  following  statement  :■ — * 

The  subject  of  this  invention  is  an 
10  apparatus  for  administering  electrical 
treatment. 

Self-contained  high  frequency  electric 
current  generators  associated  with  appli¬ 
cators  or  electrodes  for  contact  with  the 
15  patient  are  well  known  in  electric  therapy. 

It  is  also  known  to  provide  a  high  fre¬ 
quency  current  generator  having  an  elec¬ 
trode  in  the  form  of  a  foot-rest  for  the 
patient,  the  generator  being  housed  in  a 
20  box  adapted  for  attachment  to  the  leg 
support  of  a  surgical  or  like  chair. 

An  apparatus  according  to  the  present 
invention  comprises  a  high  frequency  elec¬ 
tric  current  generator  housed  in  a  con- 
25  tainer  adapted  to  form  a  seat  for  the 
patient  and  presenting  a  plate,  grid  or 
like  electrode  incorporated  in  said  seat  and 
connectible  to  one  pole  of  the  high  fre¬ 
quency  current  generator,  the  other  pole 
30  of  which  is  connectible  to  a  high  fre¬ 
quency  applicator  or  the  like  for  manipu¬ 
lation  by  the  operator. 

The  container  is  fitted  with  a  centrally 
disposed  transverse  partition  dividing  the 
35  container  into  two  compartments  one  of 
which  accommodates  the  high  frequency 
current  generator  and  the  other  of  which 
accommodates  a  drawer  or  drawers  serv¬ 
ing  for  reception  of  applicators  and  like 
40  devices  to  be  used  by  the  operator. 

A  second  transverse  partition  adjacent 
to  the  generator  end  of  the  container 
serves  as  a  control  panel  for  the  generator, 
being  provided  with  a  connector  socket 
45  connectible  to  electric  supply  mains,  a 
-  main  switch,  control  means  for  the 
generator,  a  high  frequency  current 
supply  socket,  and  with  a  switch  for  con¬ 
necting  the  generator  to  the  electrode. 

50  The  end  walls  of  the  container  are  con¬ 
stituted  as  hinged  doors  which  must  be 
opened  to  gain  access  to  the  control  panel 
and  to  the  drawers. 

[ Price  1/-] 


An  apparatus  constructed  in  accord¬ 
ance  with  the  invention  is  illustrated  in  55 
the  accompanying  drawing  in  which  Fig. 

1  is  a  side  elevation  an^l  Fig.  2  a.  hori¬ 
zontal  section  on  the  line  2 — 2  of  Fig.  1. 

The  apparatus  shown  comprises  a  high 
frequency  electric  current  generator  60 
including  an  induction  coil,  and  a  com¬ 
bined  choke  coil  and  condenser,  indicated 
generally  at  1  and  2,  respectively,  housed 
in  a  container  3  adapted  to  form  a  seat  4 
for  the  patient  and  presenting  a  plate,  65 
grid  or  like  electrode  5  incorporated  in 
the  seat  4  and  connectible  to  the  pole  0 
of  the  high  frequency  current  generator 
the  other  pole  7  of  which  is  connectible  to 
a  high  frequency  applicator  or  the  like  70 
(not  shown)  for  manipulation  by  the 
operator. 

The  container  3  is  fitted  with  a  cen¬ 
trally  disposed  transverse  partition  8 
dividing  the  container  into  two  compart-  75 
lnents  9.  10  of  which  the  compartment  9 
accommodates  the  high  frequency  current 
generator  1,  2  and  of  which  the  compart¬ 
ment  10  accommodates  drawers  11,  12 
serving  for  reception  of  applicators  and  80 
like  devices  (not  shown)  to  be  used  by  the 
operator. 

A  second  transverse  partition  13  adja¬ 
cent  to  the  generator  end  of  the  container 
3  serves  as  a  control  panel  for  the  genera-  85 
tor.  being  provided  with  a  connector 
socket  14  connectible  to  electric  supply 
mains,  a  main  switch  15,  a  control  knob 
16  for  the  generator,  a  high  frequency 
current  supply  socket  17  connected  to  the  90* 
pole  7,  and  with  a  push-pull  switch  18 
for  connecting  the  generator  to  the  elec¬ 
trode  5.  The  push-pull  switch  18  carries 
a  conducting  member  181  connected  to  the 
pole  6  and  engageable,  to  connect  the  95 
electrode  5  to  the  pole  6,  with  a  contact 
51  unitary  with  the  electrode  5. 

The  end  walls  of  the  container  3  are 
constituted  as  hinged  doors  19,  20  which 
must  be  opened  to  gain  access  to  the  con-  100 
trol  panel  13  and  to  the  drawers  11.  12. 

Having  now  particularly  described  and 
ascertained  the  nature  of  our  said  inven¬ 
tion  and  in  what  manner  the  same  is  to 
be  performed,  we  declare  that  what  we  105 
claim  is  : — 
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1.  An  apparatus  for  administering1  elec¬ 
trical  treatment  comprising  a  high  fre¬ 
quency  electric  current  generator  housed 
in  a  container  adapted  to  form  a  seat  for 

5  the  patient  and  presenting  a  plate,  rigid 
or  like  electrode  incorporated  in  said  seat 
and  connectible  to  one  pole  of  the  high 
frequency  current  generator,  the  other 
pole  of  which  is  connectible  to  a  high 
10  frequency  applicator  or  the  like  for 
manipulation  by  the  operator. 

2.  An  apparatus  according  to  claim  1 
in  which  the  container  is  fitted  with  a 
centrally  disposed  transverse  partition 

15  dividing  the  container  into  two  compart¬ 
ments  one  of  which  accommodates  the 
high  frequency  current  generator  and  the 
other  of  which  accommodates  a  drawer 
or  drawers  serving  for  reception  of  appli- 
20  cators  and  like  devices  to  be  used  by  the 
operator. 

3.  An  apparatus  according  to  claim  1 
including  a  transverse  partition  adjacent 
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to  the  generator  end  of  the  container  and 
serving  as  a  control  panel  for  the  genera-  gb 
tor,  being  provided  with  a  connector 
socket  connectible  to  electric  supply 
mains,  a  main  switch,  control  means  for 
the  generator,  a  high  frequency  current 
supply  socket,  and  with  a  switch  for  con- 
necting  the  generator  to  the  electrode. 

4.  An  apparatus  according  to  claim  2 
in  which  the  end  walls  of  the  containei 
are  constituted  as  hinged  doors  which 
must  be  opened  to  gain  access  to  the  con-  35 
trol  panel  and  to  the  drawers. 

5.  .Am  apparatus  for  the  purpose  speci¬ 

fied,  constructed  and  arranged  substan¬ 
tially  as  herein  described  with  reference  to 
the  accompanying  drawing.  40 

Dated  this  16th  day  of  December.  1931. 
CRUIKSHANK  &  FAIRAVEATIIER, 

29,  St.  Vincent  Place,  Glasgow,  and 
65/66,  Chancery  Lane,  London,  W.C.  2, 
Agents  for  the  Applicants. 
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